One centrifuge with three modes of Centrifugation. 2mL micro-tube 15mL glass tube Hematocrit Rotor HT/2 commonly used for Hematocrit and for 2mL Microtube, and most suitable for an animal clinic.
•Maximum speed of 12,000rpm.
•Maximum RCF of 15,000xg.
•Maximum capacity (1) 8x2mL micro-tubes (2) 4x15mL glass tube (3) 30x capillary tube
•Program memories (3 channels) for repeated operation
A memory function is available for repetitive operation using the same values of operation, i.e. speed and time.
•Buzzer at the end of operation 5 different buzzer sounds allow recognition of the end of a centrifuge operation from across the room.
•Compliance with GMP requirements
Equipped with a tachometer port. Actual rotor speed is easy to check.
•The easy-to-follow digital display
Please refer to the operation panel.
•Safety pursued Safety is based upon IEC61010-2-020
Two hooks are provided on the right and left sides of the lid to prevent debris of the rotor from coming off, should it be broken during operation. The interlock part is protected from mechanical shock and is provided with a double protected electrical circuit.
•Limit of speed
In case of HT/15 rotor, the maximum speed of the rotor is automatically adjusted by the tube. If the rotor is used for the hematocrit, the maximum speed is 12,000rpm. If the rotor is used for 15mL glass tubes, the maximum speed is 4,000rpm. It is impossible to operate at the speeds over the above specified maximum.
Features and Convenient functions
In case where the centrifuge is used for the hematocrit, 15mL metal tubes should be inserted into the tube holder attached to the side cover of the centrifuge as shown in the photo. In case where 15mL glass tube is used, take the 15mL metal tubes out of the tube holder and mount on to the rotor. If so, the speed is limited to 4,000rpm. For your safe use of the equipments, be sure to read the instruction manual carefully before you start its operation.
Always discontinue use when phenomena listed at right appear.
IMPORTANT
To prevent occurrences of functional failures or accidents, turn off the power switch, pull out the power cable plug from the plug socket and be sure to contact your nearest Kubota Dealer, or an office of Kubota Corporation when there is no Kubota Dealer in your neighbourhood.
Parts may be adversely affected by heat, humidity and specimens or deteriorated by aging resulting in functional failures or may even lose their safety characteristic to cause accidents.
•The rotor or bucket has been found to be damaged or corroded.
•A burnt smell comes out of the equipment.
•You receive a minor electrification when you touch the equipment body by a naked hand.
•Some other abnormality or failure has been found occurring.
Safety Precautions DISCONTINUE USE
(✳1) Those of projections are not included. All specifications and external appearance subject to change without notice. 
